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VERITAS
SEISMIC PROCESSORSLTD.

LINENO: 006 DIRECTION _N.

AREA NORTH BEAVER RIVER

E] partum 1400" ast. C) rratrenen to

PROCESSED FOR:

 

COLUMBIAGAS DEVELOPMENT OF CANADA LI
DATE PROCESSED FE8.1978 DATESHOT AUG . 1973

SHOT BY AMOCO CANADA LTD.

SPREAD 3840 - 160 -x- 160-3840 _coveRace 0
GROUP INTERVAL 160° SOURCE INTERVAL 640'

FIELD RECORDING Bloc Om Oam

INSTRUMENTS. OFS ill GAIN BINARY

 O ANALOG TO DIGITAL

i DEMULTIPLEX AND EDITS

AMPLITUDE RECOVERY ___

Oo CORRELATION SWEEP _ WERTZ

BI) DECONVOLUTION: we. SPMING —

PREWHITENING20 __§ow

FILTER 1 Length 52ms. Design Gate 9002500 om Appt Gate 0- 4000_

FILTER 2 Length ms. Design Gate ms. Appl Gate
FILTER 3 Length _ ms. Design Gate — ms. Appl Gate _

NORMAL MOVEOUT

DIGITAL FILTER TYPE BANDPASS

FILTER 1 Length 360 ms. Pass Band 5/10-50/55 tie Appt Gate 0 - 4000 mg

FILTER 2 Length ms. Pass Band ___ He Appl. Gate =

FILTER 3 Length ms. PassBond He. Appl. Gate - _

STATICS

2) structure INCLUDING DRIFT CONTROL
1400°
10900 __

a
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 n > TRACE GATHER

TRIM STATICS
D5] conetetion Windowts) 800 - 3000ms

aneot

STACK

AMPLITUDE EQUALIZATION

Type _ MEAN

Window's) TRACE LENGTH

n
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(21 wurnicnannen conerence Fitter

1 specia processine
[5] vevocity  ANALysis

[4] FREQUENCY DECONVOLUTION

(5) SPATIAL COHERENCE FILTER

[16] WAVE EQUATION MIGRATION
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