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sTaucTune etaric -0.2 -0.2 srmcrune static i 5099 & Statiene -+
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FIELD PARAMETERS T = i B

0.0 0.0 . 470141.4 "u.-lqnw--ﬂ.. : “n“.l. 5
. . OURCE TYPE VIBROSEIS b . . ! .
s LAYOUT 3 VIBS. / DRAC = 10 M
CROUP n--..-__.mmrﬂurb—. ““ “
GWEEP LeoT 2 oveErs, 10 etc, Group i GEOM | IMOEN  eeice |
- : Trace/Inch: 36 Polarity:
SPREAD COVERAGE 12000% Inches/Sec: 7.5 Plot DPI:
0.2 0.2 SPREAD TRACE 1 120 VP 121 240
DISTANCE 2410 30 0 30 2410 M
TYPE / FREQ OYO 30CT / 10 HZ
5.3 o.3 RECEIVER  Tiout 9 GEOPHONES OVER 10 M
__’m MODEL 1/0 SYSTEM TWO
HZ@.-.” NT FIELD FILTER OUT(3) - 3/4 NYQ. MIN. / NOTCH OUT
TAPE FORMAT IEEE SEC-D
0.4 0.4 RECORD LENGTH 5 SEC.
SAMPLE RATE 2 Ms
0.5 0.5 ENCLOSURE 1
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SEISMIC SECTION LABELS
0.6 0.6

GeoServices Ltd.
PROCESSING PARAMETERS

1] DEMULTIPLEX

0.7

ik 09 2| AMPLITUDE RECOVERY - EXPONENTIAL FUNCTION
3| CEOMETRY - STRAIGHT LINE
1.0 1.0
4] MINIMUM-PHASE SURFACE CONSISTENT DECONVOLUTION
OPERATOR LENCTH : 100 S
PREWHITENING : 0.1 8%
1.1 1.1 DISTANCE DESICN GATE APPL. CATE
: : 30wM 300 - 3200 0 - 5000 w8
2410 M 1300 - 3400 0 - 5000 M8
1.2 8 5| RESIDUAL AMPLITUDE ANALYSIS AND APPLICATION
6| STRUCTURE STATICS - 2 LAYER DRIFT COMPUTATION
1.3 1.3 SHORT WAVELENGTH
DATUM ELEVATION: S50 M ASL
REPLACEMENT VELOCITY: 3250 m/s
WEATHERING VELOCITY 610 wm/8
PROCESSING DATUM: SURFACE
OFFSET LIMITED
1.4 1.4
7| MANUAL TRACE EDITS
1.5 . 1.8
_ 8| TRACE CATHER - 121 FOLD
16 —}— 1.6 9] VELOCITY ANALYSIS - NORMAL MOVEOUT
REFERENCE: SURFACE
TYPE: VELANA INTERACTIVE SEMBL ANCE
1.7 : 1.7
{ 10| ZERO-PHASE DECONVOLUTION
OPERATOR LENGTH : 100 MS
PREWHI TENING : 0.1 8
/ DISTANCE DESICN CATE APPL. CATE
1.8 1.8 30 W 300 - 3200 0 - 5000 M8
) 2410 ™ 1300 - 3400 0 - 5000 w8

) 11] STATICS - AUTOMATIC SURFACE CONSISTENT
1.9 1.9 WINDOW: 200-2500 MS.  FILTER: 10/15-50/60 WZ.
| MAX. STATIC: 42  NO. TRACES IN MODEL: 11

2.0 =t 2.0 12| FIRST BREAK MUTES
DISTANCE 230 350 550 950 2390 ™
TIMNE 0 230 386 706 1790 MS
2.1 —f— 2.1 13] STATICS - COP TRIM
( WINDOW: 300-2500 MS. FILTER: 10/15-60/70 HZ.
MAX. STATIC: 18 NO. TRACES IN MODEL: 11
2.2 " 2.8
. 14] STRUCTURE STATICS - LONG WAVELENGTH
__ 15] STACK - 121 FOLD (EQUAL WEIGHT) .,
2.3 . 2.3
16| F-X DECONVOLUTION
FREQUENCY RANGE © 10 - 110 W2
2.4 , 2 4 WINDOW : 0 - 5000 ws
NOISE THRESHOLD : 0.10
| 17| SPECTRAL BALANCING
2.5 : 2.5
18] F-X DECONVOLUTION
_ FREQUENCY RANCE : 10 - 110 HZ
2.6 : 2.6 WINDOW : 0 - 5000 M8
[ NOISE THRESHOLD : 0.10
19| MIGRATION - KIRKHOFF
2.7 2.7 STACKING VELOCITY SCALING FACTOR = 100%
) [29) FiLTER - TIME vARIANT
2.8 _ 2.8 FREQ=10/15 - 80/120 HZ. APPL. GATE : 0 - 1000 M8
FREQ=10/15 - 80/100 HZ. APPL. GATE : 1000 - 2200 Ms
FREQ=10/15 - 40/60 HZ. APPL. GATE : 2200 - 5000 M8
2.9 —p— 2.9 1] avwLiTuDe EQUALIZATION - MEAN SCALING

3.0 —4— 3.0 DISPLAY PARAMETERS

VERTICAL SCALE 7.5 INCHES PER SECOND
3.1 3.1 HORIZONTAL SCALE 36 TRACES PER INCH

3.3 | 3.3
3.4 — 3.4
3.5 — 3.5
T 3.6
3.7 3.7




